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resolving interference problems than 
complying ones. The extent of these 
constraints shall be determined on a 
case-by-case basis.

§ 25.274 Procedures to be followed in 
the event of harmful interference. 

(a) The earth station operator whose 
transmission is suffering harmful in-
terference shall first check the earth 
station equipment to ensure that the 
equipment is functioning properly. 

(b) The earth station operator shall 
then check all other earth stations in 
the licensee’s network that could be 
causing the harmful interference to en-
sure that none of the licensee’s earth 
stations are the source of the inter-
ference and to verify that the source of 
interference is not from a local terres-
trial source. 

(c) After the earth station operator 
has determined that the source of the 
interference is not another earth sta-
tion operating in the same network or 
from a terrestrial source, the earth sta-
tion operator shall contact the sat-
ellite system control center and advise 
the satellite operator of the problem. 
The control center operator shall ob-
serve the interference incident and 
make reasonable efforts to determine 
the source of the problem. A record 
shall be maintained by the control cen-
ter operator and the earth station op-
erator of all harmful interference inci-
dents and their resolution. These 
records shall be made available to an 
FCC representative on request. 

(d) Where the suspected source of the 
interference incident is the operation 
of an earth station licensed to operate 
on one or more of the satellites in the 
satellite operator’s system, the control 
center operator shall advise the offend-
ing earth station of the harmful inter-
ference incident and assist in the reso-
lution of the problem where reasonably 
possible. 

(e) The earth station licensee whose 
operations are suspected of causing 
harmful interference to the operations 
of another earth station shall take rea-
sonable measures to determine whether 
its operations are the source of the 
harmful interference problem. Where 
the operations of the suspect earth sta-
tion are the source of the interference, 
the licensee of that earth station shall 

take all measures necessary to elimi-
nate the interference. 

(f) At any point, the system control 
center operator may contact the Com-
mission’s Columbia Operations Center 
in Columbia, Maryland, to assist in re-
solving the matter. This office special-
izes in the resolution of satellite inter-
ference problems. All licensees are re-
quired to cooperate fully with the Com-
mission in any investigation of inter-
ference problems. 

(g) Where the earth station suspected 
of causing interference to the oper-
ations of another earth station cannot 
be identified or is identified as an earth 
station operating on a satellite system 
other than the one on which the earth 
station suffering undue interference is 
operating, it is the responsibility of a 
representative of the earth station suf-
fering harmful interference to contact 
the control center of other satellite 
systems. 

[58 FR 13421, Mar. 11, 1993, as amended at 62 
FR 5931, Feb. 10, 1997]

§ 25.275 Particulars of operation. 
(a) Radio station authorizations 

issued under this part will normally 
specify only the frequency bands au-
thorized for transmission and/or recep-
tion of the station. 

(b) When authorized frequency bands 
are specified in the station authoriza-
tion, the licensee is authorized to 
transmit any number of r.f. carriers on 
any discrete frequencies within an au-
thorized frequency band in accordance 
with the other terms and conditions of 
the authorization and the requirements 
of this part. Specific r.f. carrier fre-
quencies within the authorized fre-
quency band shall be selected by the li-
censee to avoid unacceptable levels of 
interference being caused to other 
earth, space or terrestrial stations. 
Any coordination agreements, both do-
mestic and international, concerning 
specific frequency usage constraints, 
including non-use of any particular fre-
quencies within the frequency bands 
listed in the station authorization, are 
considered to be conditions of the sta-
tion authorization. 

(c) A license for a transmitting earth 
station will normally specify only the 
r.f. carriers having the highest e.i.r.p. 
density, the narrowest bandwidth, and 
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